.- + . ! . !

itized Copy Approved for Release 2011/10/25 : CIA-RDP80-00809A000700100414-9

n

RESTRICTED
CLASSI F'CAQQ%RTT-Y'I'WR—MATWN

. CENTRAL INTELLIGENCE AGENCY REPORT STATY
A INFORMATION FROM
FOREIGN DOCUMENTS OR RADIO BROADCASTS CD NO.

COUNTRY Hungary

DATE OF

FORMATION 1952
SUBJECT Economic - Transportation, industrial equipment INFORMATION 195
How ' ATE DIST. 3 FER1953
PUBLISHED  Daily newspaper DATE DIST. 3
WHERE
PUBLISHED  Berlin NO. OF PAGES 3
DATE .
PUBLISHED 17 Sep 1952
LANGUAGE Germen SUPPLEMENT TO

. REPORT NO,

T35 GOCIMENT ConTaTR T e o APFLCTING Tk maviOueg Deiiesi]
OF THE UNITIO STATES. #1twin THE MEANING OF
Nar0 784, OF THE U.3. COBE. a3 amgworp,
4710w 07 t1s cowtents 1o on megreor

: t
t

TITLE 10, stctiony 20y
114 TRANSWIISION OR AEVE.
BY AN UNAUTHONIZED PERSON (9]

THIS IS UNEVALUATED INFORMATION

SOURCE Aussenhandels Nachrichten.

HUNGARIAN RATIROAD ROLLING STOCK,
TRACTORS, MACHINES EXHIBITED AT IFIPZIG FAIR '

One of the Im‘ost impressive exhibits at this year's lelpzig Fair was that
of the Hungarian motor vehicle and machine industry.

'

In the field of Hungarian locomotive manufacture, the nev high-speed steam
passenger locomotlves delivered this year to the Hungarian State Railroads are
particularly noteworthy. This machine , both in dimensions an. form, represents
the highest accomplishment. Although the locomotive is
comparatively short fixed wheel base of 4,500 millimeter
qualities. Even at the highest permissible speed of 120 kilometers per hour,
the machine runs vith perfect smoothness. The vide boiler is placed above the
frame and drawn towerd the rear. Due to the fact that the quantity of coal which
must be fired on the grate, which has an area of 5.5 square meters, is more than
one fireman cen normally handle, the locomotive has been equipped with the auto-
matic “Standerd-Stoker." The two-cylinder steam engine has a Heusinger control
system. ‘The locomotive is equipped with a Knorr ailr brake and an auxiliary brake.

The engineer's cab is Pully enclosed and has Jarge windows which assure a good
view of the track.

10.6 meters long, the
8 assures good running

The five-axle tender, as well as the locomotivepilot and trailiug wheels,
are equipped with the Uime-tested oll-lubricated MAVAG equitemperature journals,
In order to provide adequately for supplying the high-performance boller s which
has an operating pressure of 18 atmospheres amd 240 square meters of steam-pro-
ducing heating surface, the tender was designed to carry 33 cubic meters of water

and 13 tons of coal., The dravbar pull of the locomotive 18 11,500 kilograms per -
oinate.,

Another model which should be wentioned is an older type twin steam locomo-
tive with built-in-terder with a 2-F-2 axle [5-12-4 vheel7 arrangement, Series
375, which 18 now in gerial production. This model is one of the most succeestul
light passenger and freight locomotives for branch lines and industrial rail-
roads. In rpite of its low axle load » 1t has good tractive qualities, and there-
fore is the favorite small Jocomotive for trains of from 800 to 1,000 tons on
level or nearly level track., TIts highest permissible speed 13 75 kilometers pec
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Another type of
the freight steam loceuotive with five cou
trailing axlec fiheel 07.

In addition te steem locomotives for wige, standard, ang Narrow gauge, the
Program of the Hungeriap locomotive construction industry algo includes electric

locomotives of the Ganz-Kando type as well gs diesel ang diesel-electric locomo-
tives,

Railwax Cars

The Hungariap railroad car bui
in the last fey Years.
Plcture of the
Car and Machine

A four-ayle car for trausporting mail, baggage, ang perishable goods is {
equipped with Sheffield-Tuinberrov swivel trucks and roller bea.rings. :
has a coupling &rrangement with rubber draft gear and through dravbars,

fers also have rubber shock absorbers, Braking is performed by means of
brake and g hand brake. The ‘bedy of the cer

four-axle third-class passenger car, Type GAK,
roller bearings, Braking is performed by means of a Hildebrand-Knorr
Type HIKp 1, as well as by a hang brake. The interior of the car is
passengsr section vith 32 seats » three compartments

B each, a second scction with 32 seats, a toilet, and a second vesti-
As & result, this third-class car has 88 seats. To insulate the roof
against heat ang cold, "Alfol" insulation, consisting of multiple aluminuy foil,
was used, The interior surfaces of the Plywood wallg have varnished oak pur.
faces.

A has weldeg swivel trucks
with skr

Also worthy of mertion are the
and third class and the four-axle ali

four-axle sleeping
-steel dining cars.

cars for Tirst, gecond,

Tractors

In addition to railway rolling stock,
hibited at the fair,

Hungarisn tractors were also ex-

of tractor, in the motor of which so many
different fuels con be used, as the Hungarian Hotherr tractor. The tvo~-cycle
motor operaies with 8as0line, and alse wity petroleum, gag 0il, crude oll, or
tar o1l » consumption being unusually economical. A noteworthy wa jor advantage
of the Hofherr tractor is the Tact that take-off pulley 18 attacheq
directly to the main driveshars, Permitiing the motor tg transmit its power withe
out eny transmission gear, that {s, without loss, It should be
the machine may be started even in the coldest weather without
lary devices,

Drilling Machines gug Deep Drilling Eguigmeut

In the field of beavy radial drilling machines, the newest radial drilling
machine of the Rakosi Matyas Muvek (Matyas Rakosi Works) should be mentiopged.

There is certainly no other type

any special auxi]-

The main data of this mechine, Type RF-5, are:
Extension 3,040 millimeters
Drilling efficiency in steel  gg nillimeters
-2 .
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Columnar diameter 600 willimeters ¢
21 drill speeds from 15 to 1,200 revolutions per minute ]
18 feed speéda from 0.037 to 2.0 millimeters per revolu-
tion
Pover of drill motor 12 horsepower
Power of *hrust motor L horsepover
Weight 1%,000 kilograms

Another outstanding piece of Hungarian equipment is the MKH 18 wire-drawing
machine, In a 10-hour ‘test the following output was achieved vith this machine;

. Wire with 0.0/ millimeter diameter 6 - 7 kilograms
Wire with 0.05 millimeter diameter 10 - 12 kilogrums
Wire vwitn 0.06 millimeter diameter 15 - 18 kilograms
Wire with 0.08 millimeter diameter 25 - 30 kilograms
Wire with 0.1 millimeter diameter 40 - 60 kilograms

It may be mentioned in this connection that ane kilogram of wire with a dismeter
of 0.0k millineter 18 about 89 kilometers long.

The smallest complete deep-drilling installation of Hungerian industry is
the geological drilling stick, which ie enclosed in a welking stick and contains
the most lndispensable drilling tools. In aedd ition, small hand-opsrated drille
ing tools are manufactured for use in soil exploration.

Another group of equipment includes drilling tools for agricultural and
general geological prospecting with square rods measwring 35, 45, or 55 milli-
meters. Their full weight varies from 50 to 58 kilograms. Digging devices are

" alsu produced which serve exclusively geological purposes and have spoon bits
of various dimensions with a suitable number of rods. Each set is boxed as a
unit.
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